
The Definition of sound. Evolved.



The new Definition DC8Ti and DC10Ti floorstanding models benefit from  
a plinth with integrated energy-grounding stabiliser weight, advanced  
floor-coupling with easy levelling feature, and a revised crossover with 
upgraded components.

Retaining the rich, articulate and expressive character of the original designs, 
Definition DCTi floorstanders now offer a tighter low frequency response, 
deeper bass and an even more engaging musical timing and coherence. 
Configured with 8” or 10” Dual ConcentricTM drivers with precision matched 
auxiliary bass drivers, Definition DCTi evolves the definition of contemporary 
loudspeaker design.

Beautifully crafted, the shape of the extensively braced ply-wood cabinet is a 
result of rigorous acoustic testing; a sumptuously curved form, derived from 
precise acoustic function, to eliminate traditional loudspeaker colourations 
and enhance the speed and dynamic detailing of musical presentation. 
To coordinate with other models in the range, each Definition cabinet is  
hand-finished to the highest standards. There’s a choice of deep-lustre black, 
cherry or walnut real wood veneers on all models within the range.

The new Definition DC8Ti and DC10Ti join the DC8, DC6LCR 

and Definition Subwoofer to complete the Definition range.

Tannoy’s class-leading contemporary loudspeaker range has received numerous 
accolades from the international press and praise from hi-fi enthusiasts around  
the world.



Definition has evolved.



Specifications
Performance Dc8 Dc8 Ti Dc10 Ti

recommended amplifier power (Watts RMS) 30 - 175 30 - 200 30 - 250

continuous power handling (Watts RMS) 87 100 125

Peak power handling (Watts) 350 400 500

Sensitivity (2.83 Volts @ 1m) 88dB 89dB 92dB

nominal impedance (Ohms) 8 8 8

frequency response (-6dB) 42Hz - 35kHz 33Hz - 35kHz 30Hz - 35kHz

Dispersion (degrees conical) 90 90 90

Drive UniTS

Dual concentric™ High frequency 25mm (1”) Titanium dome with 
Tulip WaveGuide™

25mm (1”) Titanium dome with 
Tulip WaveGuide™

25mm (1”) Titanium dome with 
Tulip WaveGuide™

Dual concentric™  Low frequency 200mm (8”) treated paper
pulp cone with rubber surround.
44mm (1.75”) edge wound voice coil

200mm (8”) treated paper pulp
cone with rubber surround.
44mm (1.75”) edge wound voice coil

250mm (10”) treated paper pulp 
cone with twin roll impregnated fabric 
surround. 
44mm (1.75”) edge wound voice coil

Bass Driver -
-
-
-

200mm (8”) treated paper pulp 
cone with rubber surround.
44mm (1.75”) edge wound voice coil

250mm (10”) treated paper pulp 
cone with twin roll impregnated fabric 
surround. 44mm (1.75”) edge wound 
voice coil

croSSover

crossover frequency 1.5kHz 250Hz, 1.5kHz 200Hz, 1.4kHz

crossover Type Passive low loss
2nd order LF, 1st order HF
Deep Cryogenically Treated

Passive low loss
2nd order LF, 1st order HF
Deep Cryogenically Treated

Passive low loss
2nd order LF, 1st order HF
Deep Cryogenically Treated

conSTrUcTion

enclosure type Rear ported Rear ported Rear ported

volume 19L (0.67 cu. ft.) 43L (1.52 cu. ft.) 76L (2.68 cu. ft.)

Dimensions (H x W x D)
excl grille

470 x 271 x 260mm
(18.5 x 10.7 x 10.2”)

1025 x 271 x 260mm
(40.4 x 10.7 x 10.2”)

1125 x 339 x 320mm
(44.3 x 13.4 x 12.6”)

Weight 10 kg (22.05 lbs) 28.5 kg (62.83 lbs) 40.5 kg (89.29 lbs)

finish High gloss black
High gloss cherry
High gloss dark walnut

High gloss black
High gloss cherry
High gloss dark walnut

High gloss black
High gloss cherry
High gloss dark walnut

Tannoy Limited - product designed in the United Kingdom. Tannoy adopts a policy of continuous improvement and product specification is subject to change.
Dual Concentric, Tulip WaveGuide and PepperPot WaveGuide are trademarks of Tannoy Limited. All other trademarks remain the property of their respective owners.
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